X-Twin HS Dyneema -Cover .

100%: pure Dyneema®, buoyant towing line delivering extreme strength, lowest elongation with a slender yet
abrasion-resistant cover

Ultimate strength Abrasion resistance Perfect handling
Core made with heat-set Dyneema® SK7 Very abrasion-resistant, light cover made Extremely light and compact ensuring
with Dyneema® exemplary handling
Diameter

22 mm-68 mm @

Technical data
Elongation at 10% of the breaking load: 0.30 %

52 mm @ 172.40
54 mm @ 185.60
56 mm @ 209.50
60 mm @ 222.70
62 mm @ 231.80
64 mm @ 249.70
68 mm @ 274.00

2,266.00
2,400.00
2,678.00
2,812.00
2,946.00
3,214.00
3,337.00

2,518.00
2,667.00
2,976.00
3,124.00
3,273.00
3,571.00
3,708.00

o Weight .BI. rgal BI. linear DIN
[mm] [kg/100 m] in splice according to EN ISO 2307
[kN] [kN]
22mm e
24mm
28mm 0
2mn 0
34mm
%mn 0
% mn 0
s0mmo
42mme
4ammo
46mmo
48mm o
50mm 0
| w40 00 M 020 22600 0O 0000000 25800 0|
| 5o M 020 240000 0O 00000000 266700 00000 |
| 20950 M @ 26800 W 00000000 297600 00|
| 22270 M 0 28200 O 00000 312400 0|
| es80 0 M 0200 294600 0 0000 32800 00|
| 24970 M 020 3a400 0 00000 35m00 00|
2400 @ 33700 @ 37800 |
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More than Ropes.




